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3Reference
Dual Mono
Ampli�er
Tune Three

Hybrid Power Ampli�er with driver tubes and MOSFET Output Stage

Tune Three is a 2-channel power ampli�er in Dual Mono con�guration, which is designed to 

combine the best of vacuum tubes and solid-state transistors. A tube voltage ampli�er and 

a MOSFET transimpedance ampli�er in a unique circuit topology and with matched 

components, offers an outstanding listening experience with no limitations. The total 

absence of feedback allows the absolute purity of the ampli�ed signal. It has been sounded 

with the best available vacuum tubes and audio grade components for excellent results 

with any loudspeakers.

Paired with the Tune Two preampli�er builds a true audio reference system of high 

aesthetics, functionality and driving capabilities. 



Rated Power:   
2x 165 Wrms in 8 Ohm 
2x 275 Wrms in 4 Ohm

Sensitivity: (for Max. Power) 
3,4 Vrms

Frequency response:  
5 Hz - 100 kHz

Power consumption:  
2 W standby, 200 W idle 

Dimensions:  
(HxWxD in mm): 200 x 430 x 410 (incl. jacks)

Weight:  
32 kg 
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Specifications may change without notice

  �Selectable illumination

  �Removable side panels for customizable appearance

  �Single Class A tube amplification driver stage with 2x CV181 (or 
equivalent), light polarized and with no feedback

  �High current MOSFET output stage

  �VAcc battery emulator with custom wound mains transformers

  �GStar single common earth point

  �Wave dampening optimized chassis design

  �FloatO integrated anti-resonance feet

  �Amorphous wooden fiberboard damping elements painted in MlCoat 
procedure


