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Dear Customer 
We would like to thank you very much for your trust and your purchase of our INITIAL 
MAX TT. Please read this manual carefully before assembly and first use of the product. 
Please do not disassemble any of the electronic parts of the product, this will validate the 
warranty. Only the manufacturer, their authorised service agents or distributors are authorised 
to do so. 
 
Precautions: 

 Do not switch on the TT's power supply before assembly is fully complete. 
 Always be sure that the unit is powered correctly. Never power it up with a direct AC 

current. Be sure that you connect TT's power supply unit to the DC outlet serving the 
correct voltage. 

 To avoid the risk of electric shock never touch the power cables with wet hands. 
Naturally this applies to every electrical device! When switching off never pull the 
power cable out by holding the cord. Always hold the plug rather than the cord. 

 When choosing a location for the TT choose a place out of direct sunlight if possible. 
Avoid putting the TT next to devices emitting high levels of heat, such as Class  
A amplifiers. Similarly, avoid setting it close to heaters, radiators or ovens. Excessive 
heat can damage or shorten the life of plastic elements, discolour materials the product 
is built of and in extreme situations represent a fire hazard. 

 
For more details about the Initial turntable itself please check the regular Initial 
turntable manual attached. 
 
INITIAL MAX  technical data: 
Total weight: 52 kg 
Platter weight: 4 kg 
Motor [pcs.]: 2 DC 
Speeds available: 331/3, 45 rpm 
Dimensions with the optional plinth [WxDxH]: 620 x 350 x 280 mm 
 
Initial Max set contents: 

- 3 x aluminium discs for supporting legs 
- 5 x ceramic ball (3 pieces for TT legs, 1 for bearing and 1 is spare) 
- 1 x jar of J.Sikora bearing oil 
- 1 x hex key 
- 1 x TT base with bearing and the tonearm base support. 
- 1 x tonearm base 
- 1 x extra tower armbase 
- 2 x masking plug 
- 1 x platter 
- 1 x glass matt with aluminium puck 
- 1 x clamp 
- 2 x motor 
- 1 x motor basis 
- 4 x belts 
- 1 x control unit 

      -    2 x manual 
- 1 x HQ power supply 
- optional: plinth 

 
 



Turntable setting 
 
For setting the Initial Max turntable please follow the regular J.Sikora Initial TT model 
manual attached and include the points below during the process: 
 
1. Setting the second motor 
Place the motor basis next to the turntable (or on the extra plinth if included). Afterwards put 
the motor unit on its basis. Suggested optimum distance from the motor’s axis to the platter  
is 7-8 cm. 
 

 
 

 
 

 
 
 



2. Mounting an extra tower armbase 
An additional base should be set in the right place, exactly as it is shown on the pictures 
below. Use the factory supplied Allen key to attach it to the main TT bearing base. Cover the 
head of the nut with the masking plug once finished. 
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